
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Seiler iQ Model Assembly Instructions 
 

 

 

 



1) Remove the base from the box and set base bottom up (casters facing up) 
on the cardboard or foam from the box for cushion. 
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2) Remove the Base weights 
from the weights box and insert 
the weights one at a time into 
the bottom of the base.  
 
Align the pins with the holes and 
depress the thumb lock button 
to put the weights into place. 
 
Flip the base over so that the 
top center post hole is facing 
upward. 
 

* Be sure to check to make 
sure that the weights are 
secured before flipping the 
base over  
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4) Once the pole is secured into the base, insert the Light Housing /Light Source 
portion of the microscope into the top of the pole. This is where the illumination 
system is housed. Make sure that the light source is secured while inserting the 
light source into the pole. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  

 
 

3) Remove the pole from the packaging and 
insert the pole into the center post hole in the 
base.  
 
Alight the two indention marks in the pole to the 
holes in the base center post hole collar. 
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Once pole is in 
the collar and 
indentions are 
aligned, use the 
provided Allen 
Wrench to 
tighten the two 
Allen bolts in the 
base center post 
collar to secure 
the pole. 
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Security knob: 
This is used to 
secure the light 
source into the 
light housing. 



5) Once the light Housing is installed remove the light source and plug in the 
power supply to the back of the light source.  See Below 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  

 

1) Thread the 
Power Cord 
through the 
bottom of the 
light source 
and pull 
through front 
of the light 
housing. 

 

 
  

2) Plug the 
power cord 
into the back 
of the light 
source.  

  

 

3) Put light 
source back 
into the Light 
housing. 

 

 

4) Secure the 
light source in 
the light housing 
with the key lock 
by loosening the 
knob and rotating 
the key lock into 
the light source 
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6) Next Install the Pantographic Arm into the Light Housing as shown. 

 
 
7) Next install the 8” extension arm. Pull out the silver plunger and push the 
extension arm up from the bottom. Attach black top screw so the arm is flush. 
 

 
 

 
 

 
 
 
 
8) Next Install the angle arm and optic 
pod by pulling the silver plunger out, 
push the angle arm up through the 
bottom and secure the arm with the 
black top screw. 
 
 

 

 

 

 
 



9) Next attach the Binocular head by loosening the thumb screw and placing the 
binocular head on the optic pod. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
10) Next attach handles to the side of the optic pod by lining the notched metal 
with the metal bar inside the hole on the optic pod. Once lined up, screw down 
the handles until they are secure. 
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11) Lastly, install the fiber optic cable into the back of the Optic Pod and into the 
light source. 
 

 
 
 
 
 
 
 
 
 
For Additional Technical Questions Please contact Seiler Precision Microscopes 
Technical Service Department: 
 

Tony Leise 
Technical Service Manager 

tleise@seilerinst.com 
(800) 489-2282 Ext 363 

 
Jim Blankenship 

Technical Service and Repair 
jblankenship@seilerinst.com 

(800) 489-2282 Ext 347 
 
 
Visit our website for more information on other Seiler Precision Microscope 
Products 
 

WWW.SEILERINST.COM 
 
 

 

 



 


